











Combi Timber
Outward Opening Windows

Finish

Frames are pre-glazed and pre-finished in
the factory with a wide choice of paint or
stain colours. When painted, any colour from
the RAL Classic range may be chosen and
this is applied in two coats- a base coat and
top coat. The paints used are all water based
and microporous, allowing the timber to
breath naturally. When stained the timber is
coated in three layers of stain, enriching the
timber and enhancing the grain pattern. It is
possible to have a two colour (dual) finish on
all timber versions, where a paint can be
used outside with a stain on the inside, or
two different paint colours. On the aluminium
cladding (Combi Timber +) the aluminium
components are polyester powder coated to
any standard colour from the RAL Classic
range. As the frames are made up of two
components, it is standard to have a dual
colour finish option on alu clad products at
no extra cost.

Accessories

Trickle vents to head of frame = Trimvent
(fig 2)

SAA key locking Hoppe window
handles (fig 3)

Range of ASSA door handles on

request (fig 4)

Opening restrictors

Low aluminium threshold on doors
Aluminium or Oak cill options

Entrance / Balcony Doors

The Combi Timber system not only provides
a range of windows, but it also has the
option of being manufactured as entrance
and balcony doors. With infilled panels and
glazing units, a wide variety of designs are
available; a selection of which can be seen
on the back page of this brochure. Glazing
units are double glazed, with argon filling.
Infill panels are either 24mm mdf / veneer
panels or 40mm insulated timber profile
panels. In addition to doors with glazed /
infilled panels, a solid door leaf can be
designed to fit into the Combi Timber outer
frame. These “Panel” doors can be of a
smooth solid surface, incorporate vertical
grooves as well as a variety of glazed vision
panels.
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Cill Flashing

Cill Options

Aluminium Cill Flashings are made to measure
to prevent water ingress into structural
openings. They are polyester powder coated
to match the external finish of the windows.
Oak cill extensions and sub cills are also
available. See overleaf for details.

Trickle Vents

Building regulations require the use of trickle
vents to allow correct ventilation of buildings.
Trimvents are used on the Combi Timber
system which are fitted discreetly into the soffit
on the head of the frame. They come available
in a white, brown or silver (SAA) finish and are
not visible from the outside.

Trickle Vent Detail

Performance

Air & water tightness tested & certified by
Chiltern Dynamics for compliance to BS

6375 Part 1 & 2 - Performance of
windows & doors

Acoustic possibilities up to 33dB
Thermal insulation down to 1.2W/m?K
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Fig 1 (Sandblasted)

Fig 2 (Trimvent)

Fig 3 (Hoppe Handle)
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Fig 4 (ASSA 6640)




CAD Details

Outward Opening Windows
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Full sectional details and technical manuals are available for download at www.olsenuk.com

System Frame Thickness Glazing Overall U-Value

Acoustic Insulation G Value (solar gain)
(W/m?3K)

Combi Timber 116mm 4-16-4mm

& Argon filled cavities 1.2
Combi Timber + 129mm 4-18-4mm




CAD Details

Entrance & Balcony Doors
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Full sectional details and technical manuals are available for download at www.olsenuk.com

System Frame Thickness Glazing Overall U-Value Acoustic Insulation G Value (solar gain)

(W/m?2K)

Combi Timber 116mm 4-18-4mm
& Argon filled cavity 1.4
Combi Timber + 129mm U= 1.1W/m?K
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DOORS & WINDOWS

Design Possibilities
Combi Timber & Combi Timber +

Please note that arched and circular windows are all timber only.

Standard Doors

Flush Panel Doors
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Maximum width of doors = 1080mm. Maximum height = 2400mm

Window shapes & configurations
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This is not an exhaustive list of combinations, shapes and sizes. Please contact us for further guidance.

Olsen Doors and Windows
Unit 25, British Fields, Ollerton Road, Tuxford, Newark, Nottinghamshire, NG22 0PQ

T.01777 874510 F. 01777 874519
enquiries@olsenuk.com www.olsenuk.com




